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Main technical data

220/240 V - 50/60 Hz

1000 W

3 l

2000 W

Power supply

Vacuum motor

Boiler volume

Boiler power

160° C
Steam temperature

5,0 ± 0,3 Bar
Steam pressure

420x450x810 mm
Dimensions

3 l
Water refill tank

3 l
Water refill tank

18 kg

18 kg / 23,5 kg

Weight
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220/240 V - 50/60 Hz

1000 W

3 l

 2000 W

Power supply

Vacuum motor

Boiler volume

Boiler power

160° C
Steam temperature

5,0 ± 0,3 Bar
Steam pressure

420x450x810 mm
Dimensions

18 kg
Weight

220/240 V - 50/60 Hz

1200 W

Power supply

Vacuum motor

Boiler volume

Boiler power

170° C / 175° C
Steam temperature

7,0 ± 0,3 Bar / 8,0 ± 0,3 Bar
Steam pressure

420x450x810 mm / 460x530x840 mm
Dimensions

Weight

Main technical data Main technical data Optional supply

Detergent tank
 (Easy-Vap 2.0 RC, Easy-Vap 2.4 RC,

Easy-Vap 3.4 RC)

Detergent injection
3 l
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Main technical data

220/240 V - 50/60 Hz

1000 W

2,6 l

1800 W (plate)

Power supply

Vacuum motor

Boiler volume

Boiler power

150° C
Steam temperature

5,0 ± 0,3 Bar
Steam pressure

430x393x534 mm
Dimensions

13 kg 15 kg
Weight

220/240 V - 50/60 Hz

1000 W

3 l

2000 W (plate)

Power supply

Vacuum motor

Boiler volume

Boiler power

160° C
Steam temperature

6,0 ± 0,3 Bar
Steam pressure

420x450x810 mm
Dimensions

Weight
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15 kg

220/240 V - 50/60 Hz

1000 W

3,3 l

2400 W (immersion)

Power supply

Vacuum motor

Boiler volume

Boiler power

170° C
Steam temperature

7,0 ± 0,3 Bar
Steam pressure

420x450x810 mm
Dimensions

Weight
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19 kg

220/240 V - 50/60 Hz

1200 W

4,9 l

2200 W + 1200 W = 3400 W

Power supply

Vacuum motor

Boiler volume

Boiler power

175° C
Steam temperature

8,0 ± 0,3 Bar
Steam pressure

453x555x754,5 mm
Dimensions

Weight

Main technical data Main technical data Main technical data

(immersion)
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Main technical data

220/240 V - 50/60 Hz

1000 W

3 l

2000 W (plate)

Power supply

Vacuum motor

Boiler volume

Boiler power

160° C

5 l

Steam temperature

6,0 ± 0,3 Bar
Steam pressure

420x450x810 mm
Dimensions

Water refill tank
5 l

Water refill tank
5 l

Water refill tank

18 kg 23,5 kg
Weight
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220/240 V - 50/60 Hz

1000 W

3,3 l

 2400 W (immersion)

Power supply

Vacuum motor

Boiler volume

Boiler power

170° C
Steam temperature

7,0 ± 0,3 Bar
Steam pressure

420x450x810 mm
Dimensions

18 kg
Weight

220/240 V - 50/60 Hz

1200 W

4,9 l

2200 + 1200 = 3400 W (immersion)

Power supply

Vacuum motor

Boiler volume

Boiler power

175° C
Steam temperature

8,0 ± 0,3 Bar
Steam pressure

460x530x840 mm
Dimensions

Weight

Main technical data Main technical data Optional supply

Detergent tank
 (Pawnee/RC - Black Hawk/RC)

Disinfectant tank
 (Pawnee/RV - Black Hawk/RV)

Detergent injection

3 l

3 l

Hot water injection
(Pawnee/RW - Black Hawk/RW)

Disinfectant injection 

4,9 l

2000 + 400 = 2400 W


