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TECHNICAL DATA ATTIX 115-01 ATTIX 125-01

Airflow rate (l/min.) 8100 8100

Vacuum (mbar/kPa) 230/23 230/23

Power Piec (W) 3 x 1000 3 x 1000

Working sound level (dB(A)) 71 71

Container volume (l-max) 100 100

Mains connection (V/~/Hz/A) 230/1/50-60/16 230/1/50-60/16

Length x width x height (mm) 800x600x1555 800x600x1555

Weight (kg) 68 73

El cable (m) 9 9

Main filter type PET Starfilter PET Starfilter

Filter cleaning system Manual filter shaker Manual filter shaker

FEATURES

Anti-static system • •

Release container system • •

Chassis on wheels with brakes • •

Independent motor/switches • •

L class filter •

M class filter •

STANDARD EQUIPMENT

ADAPTOR D70 CFM – D60 MULTIFIT 4072200392 4072200392

KIT STAR FILTER D460 L CLASS 40000338

18 POCKET STAR FILTER KIT M CLASS 40000699

SMALL BASKET OBJECT KIT WITH NUTS BOLTS 40000892

REMOVABLE CYCLONE D460 FE COMPLETE BIG Z5 60109

ITEM NO. 4010500044 4010500045

ATTIX 115 & 125 are powered by 3x1000 Watt 
independent "by-pass" motors and offer 100 litres 
containers. The two models have an integrated durable 
polyester star-filter with big surface area, and the 
manual filter shaker on the top of the machine is  
easy-to-use and ensures a high efficiency of the filter.

Superior suction power in a strong and flexible three-motor vacuum

ATTIX 115 & 125 - Single-phase wet & dry vacs

• Three-motor industrial performance
• Comfortable grip and robust steel chassis for  

durability and easy mobility
• MultiFit adapter included for high flexibility in  

accessory choice
• Storage of accessories


